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Abstract (Basic) : DE 10006310 Al 

NOVELTY - The method involves several atomizers (2-4) in a row and 
a main supply line (5) with a paint supply unit (7) at one end. Only 
the actually necessary quantity of paint and a minimal system- related 
residual quantity are fed into the supply line irrespective of its 
length and capacity. The contents of the line aire forced to the 
atomizer (s) yet to be served by a ram subject to a displacement medium 
and fully or almost fully ejected. 

DETAILED DESCRIPTION - INDEPENDENT CLAIMS are also included for the 
following: a coating arrangement, especially for painting individual 
objects or small runs of objects with a small quantity of paint. 

USE - Especially for painting individual objects or small runs of 
objects with a small quantity of paint. 

ADVANTAGE - Ensures that only the actually necessary quantity of 
paint and a minimal system- related residual quantity are required. 

DESCRIPTION OF DRAWING (S) - The drawing shows a flow schematic 
representation of a coating system 
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main supply line (5) 

paint supply unit (7) 
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a main supply line (5) with a paint supply unit (7) at one end. Only 
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residual quantity are fed into the supply line irrespective of its 
length and capacity. The contents of the line aire forced to the 
atomizer(s) yet to be served by a ram subject to a displacement medium 
and fully or almost fully ejected. 

DETAILED DESCRIPTION - INDEPENDENT CLAIMS are also included for the 
following: a coating arrangement, especially for painting individual 
objects or small runs of objects with a small quantity of paint. 
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